4-N0.4 BARS
AROUND OPENING

INTERLOCK ING

BLOCKOUT 1" DEPTH

ANGLE [RON 4"x3"x';;"x CONC.
TROUGH SLAB DIMENSION L

8" MIN.
SEE * -

2 NO. 7 BARS
AT 3" C/C

NO.4 BARS 4"x!7," SHEAR STUD
AT 67C/C CONNECTORS AT
2 WAYS | D+2W=D[AMETER 3= 6" C/C MAX
' ' GALV. AFTER WELDING
SECTION D-D
PRECAST CONCRETE INLET SLAB SEE STDS. MD 374.51, MD 374.61.,
FOR CIRCULAR COG & COS INLETS MD 374.62 OR MD 374.63
% THIS DIMENSION FOR THE 96“ AND THE
108" DIAMETER INLETS SHALL BE
THE SAME AS THE WALL THICKNESS
SEE STD. MD 374.62 OR MD 374.63.
NO.4 BAR 2" TYp ND.4 BARS AT 10°
| v+ 1= !'_ DEPRESSED CONCRETE GUTTER ~ C/C 2 WAYS —o NO.4 BARS AT
NO.4 BARS — — TO BE CAST IN THE FIELD , . 10 C/C CONTINUOUS
AT 10" C/C Nt T |—| SEE STD. MD 374.65 17-0 ARDUND CORNERS
Z Wavs. \ N cone TROUGH SLAB
A TR 7% I i M .
—+— ' %] i N ;
INTERLOCKING | | i I . N \ % ' N ©
BLoCkOuT ! T 2?) d,cx/sc cTAlsEr DIENVIFCREDSNT j‘ <L [ .} W)
© T © NJ '\v
S I|| openine —I-—I = FACE OF TROUGH OR ="t 5 N L
. | :L___l PLASTIC INSERT TO (S| s —-I ]
o |B=——=F R RECEIVE NO.4 REBAR SR ; d 3
|[87], 2'-6" _||3" TYP. ALL SIDES I _— l o] ¥
' 1" DEEP 1
INTERLOCK [NG 5 | ' g | 3
PRECAST CONCRETE INLET SLAB BLOCKOUT Pl Rasevareamng il Ly
FOR SQUARE & RECTANGULAR

SECTION C-C
SEE STDS. MD 374.51, MD 374.61.
MD 374.62 OR MD 374.63

% % HEIGHT OF THE BACK WALL IS %" HIGHER THAN
THE FRONT WALL DUE TO 2% SLOPE ON THE TOP
TROUGH SLAB.

DETAILS FOR COG & COS INLETS ARE SHOWN ON THE FOLLOWING STANDARDS

COG & COS INLETS
(6" THICK)
SEE STD. MD 374.51 OR 375.61
p—
s s
©
| OPENING | MR
NO. 4 BAR — -
. [i =
3" =1 BAR = — ©
6" =2 BARS |51 2'-6" |61
9" =3

MD 374.51 PRECAST OR CAST [N PLACE SOUARE & RECTANGULAR COG INLETS 5'. 10°. 15', & 20°
MD 374.61 PRECAST OR CAST [N PLACE SOUARE & RECTANGULAR COS INLETS 5'. 10°+ 15', & 20°
BARS 36" MD 374.62 PRECAST CIRCULAR COG INLETS 5'. 10'. 15', & 20’
MD 374.63 PRECAST CIRCULAR COS INLETS 5'. 10°. 15', & 20°

MD 374.64 ALTERNATE PRECAST TROUGHS FOR COG AND COS INLETS
M MD 374.65 DEPRESSED GUTTER PAN FOR COG & COS INLETS

ADJUSTMENT COLLAR

FOR SQUARE, RECTANGULAR

AND CIRCULAR INLETS
2 9" THICKNESS) 1. CONCRETE SHALL BE MIX NO.6 (4500 PSI).

(CAST IN 3", 6",

SEE STD. MD 374.51 OR MD 374.61

NOTES

2. ANGLE JRON AND SHEAR STUD CONNECTORS SHALL BE GALVANIZED AFTER WELDING

IN ACCORDANCE WITH ASTM A 123.
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